
 

Screen Trueflow 3.0  
 
Connection to DI-Plot for Inkzone 
 
 
1. Create a new Job container 
 

 
 
 

 
 



 
 
 
 
2. Create a tiff output like  
- for Inkzone 50dpi 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



3. Create a pdf output like  
- for Inkzone 50dpi 
 

 
 
 



 

Add the file share into the workflow 
 
1. Open the Service Manager in the program menu: 
 
 

 
 
 
 
 
 
 
 
 



 
2. Stop the service 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
3. Open the Maintenance tools 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 



 
4. Start the System Setup 
 

 
 
5. Add the here the shared network drive from DI-Plot PC 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
6. Start the service 
 

 
 
 
7. Setup in DI-Plot 
Use the Input filter called TRUEFLOW 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 


