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1 Environment

Harris Web Printing Press

The IZ Harris REC1 connection allows the online
feeding of digital preset data from a prepress
system into the "Harris Remote Entry 1" system.
The REC1 usualy connects elder presses from
the manufacturer Harris. The company has later
been bought by Heidelberg and now Goss.
Therefore customers sometimes are mixing up
the three different manufacturer names.Typical
machines are called Harris 300, 800, 850, 1000,
etc.

Picture: Harris M850 web press.

Harris Marinoni Console

Each printing press is equipped with two
consoles for Front and Back. The REC1 system
and the Marinoni console have mostly been
sold in Europe. In the U.S. the machines have
been usualy installed in connection with the
Harris Telecolor console. The Telecolor console
can not be connected using the IZ Harris REC1
connection!

Picture: Harris Marinoni console.

Harris Plate Scanner

The IZ Harris REC1 connection replaces usualy
the Haurris plate scanner. The scanner has been
originaly manufactured by Data Oy in Finland.
Picture: Harris plate scanner.
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2 Hardware Setup
Harris REC1 . .

The Harris REC1 central unit is connected to one
or several printing machines and consoles using
a proprietary cabling system and protocol.
Picture: Harris REC1 frontside

25 Pin RS422 connection

The IZ connection to the Harris RECL1 is using the
25 Pin RS422 cable connector on the back of
the REC1 hardware. This plug is designed to
connect the Harris plate scanner with the REC1.
The IZ connection is the light gray cable in the
middle of the picture, plugged into the REC1
with a 25 pin plug.

Picture: Harris REC1 backside connecting board

Converter RS422 to RS232

The RS422 connection out of the REC1 has to
be converted into standard serial RS232
communication. Here the converter 86201
from the german manufacturer W&T
(www.wut.de) has been used. On the left side
of the blue box is the RS422 cable connected
to the RECL1. On the right side goes the
crossover ("0 modem") cable to the RS232
standard connector of the PC.

The pins of the 9 pin plug (W&T) needs to be
connected to the 25 pin plug (REC1) like this:
l1to12,2to11,5to7,6to3 and 7 to 2.
Picture: W&T serial converter box inside REC1
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3 Software Setup

InkZone Perfect

IZ Perfect for the Harris REC1 is sending data out
of the usual RS232 connection thru the
RS232/RS424 converter into the REC1.

Several parameters like job number, form, etc.
have to be defined inside IZ Perfect for every
job to be send to the REC1.

The setup of all communication parameters
inside IZ Perfect, like in this screenshot, is
mandatory.

Only the last two timing parameters in the list
can be changed, according to the individual
situation.
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